
MRFE6VP61K25H
Or BLF578XR
Or BLF188XR

T1
4 to 1

Transformer
Rg316 coax

Wound through
28B0375-000

Laird core

R10
10

C3
1uf

R9
50

C2
.01uf

R8
510

R7
5k thermistor

ZD1
6v

VR1
200

Set IDQ

R6
100

R5
300

R1-4
50
x4

Bias in
(12v)

1KW out

To 50v VDD

C19
.01uf C21

220uf

 rg402

Rg316 x 2

Rg316 x 2

Balun
35cm covered

Driver in
3w

C9-13
.01

250v
x5

50 MHz KW Amplifier .073 3 oz FR4 PCB

L1
120n

C14-18
.01

250v
x5

C22
.01uf

C23
.01uf

C4
.01u

C27
68p

T2
Bifilar RF choke

Dual windings, 10 inches
Ea 3 turns on Laird
28B0686-200 core

C26
68p

R11
10/2w

R12
10/2w

C8
.01u

C1
.1u

C7
.01u

C20
.01uf

C24
180p 1kv mica

C25
180p 1kv mica

T3
11 inches (x2) 
rg316 on 
Laird 
28B0686-200 
core (3 turns)

T4
11 inches (x2) 
rg316 on 
Laird 
28B0686-200 
core (3 turns)


